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1
OPTICAL MODULE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an optical module, espe-
cially to a mounting structure between components thereof.

2. Description of Related Arts

U.S. Patent Application Publication No. 2014/0161398,
published on Jun. 12, 2014, discloses an optical module com-
prising a printed circuit board, an optical lens mounted on the
printed circuit board, and a fiber submount mated with the
optical lens. The fiber submount comprises a pair of latch
beams extending forwardly, and the lens comprises a pair of
latch notches latched with the latch beams, respectively. Such
mating structure is complex and difficult to disassemble.

An improved optical module is desired.

SUMMARY OF THE INVENTION

An object of the present invention is to provide a optical
module including an improved mounting structure between
the components of the optical module.

To achieve the above-mentioned object, an optical module
comprising: a horizontal base plate; a lens mounted on the
base plate, the lens having a front end face and a rear end face
corresponding to the front end face; a fiber sleeve mated with
the rear end face of the lens, the fiber sleeve having a front
surface and a rear surface; and a board lock mounted at a rear
of the fiber sleeve; wherein the board lock has a strain relief
base and a cover locking to the strain relief base, the strain
reliet base has a front wall and a pogo pin forwardly extending
beyond the front wall, the fiber sleeve defines a receiving hole
in the rear surface for fixing the pogo pin, the cover is retained
to the base plate.

Other objects, advantages and novel features of the inven-
tion will become more apparent from the following detailed
description when taken in conjunction with the accompany-
ing drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.1isaperspective view of an optical module according
to the present invention;

FIG. 2 is a partly exploded view of the optical module;

FIG. 3 is a fully exploded view of the optical module;

FIG. 4 is a view similar to FIG. 3 but from another per-
spective; and

FIG. 5 is a view similar to FIG. 3 but yet another perspec-
tive.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

Reference will now be made in detail to the preferred
embodiment of the present invention.

Referring to FIGS. 1-2, an optical module 100 includes a
horizontal base plate or printed circuit board 1, a lens 2
mounted on the base plate 1, a plurality of fibers 3, a fiber
sleeve or fiber holder 4 receiving the fibers 3, and a board lock
or strain relief assembly 5 mounted at a rear of the fiber sleeve
4.

Referring to FIG. 3, the base plate 1 has a number of pads
10 on the front end of the base plate 1. The base plate 1 further
defines a pair of mounting holes 11 through the base plate 1 in
the rear end of the base plate 1.
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Referring to FIGS. 4-5, the lens 2 has a front end face 21,
a rear end face 22, and a pair of positioning/guiding posts 23
backwardly extending from the rear end face 22.

The fiber sleeve 4 includes a front surface 41, a rear surface
42, and a pair of positioning holes 43 receiving the position-
ing posts 23. When the positioning posts 23 are fixed in the
positioning holes 43, the fiber sleeve 4 mates with the lens 2.
The fiber sleeve 4 defines a pair of receiving holes 44 in the
rear surface 42 and a recess 45 through the rear surface 42.
Thefiber 3 is received in the recess 45 and extends beyond the
recess 45.

The board lock 5 includes a strain relief base 51 and a cover
52 enclosing the strain relief base 51. The strain relief base 51
includes a top wall 511, a bottom wall 512, a pair of side walls
513 connecting the top wall 511 and the bottom wall 512, a
front wall 514 mating with the fiber sleeve 4, and a rear wall
515 corresponding to the front wall 514. The strain relief base
51 has a pair of pogo pins 516, i.e., the pin structure equipped
with a compression spring, extending from the front wall 514.
When the pogo pin 516 is pressed in a horizontal direction, a
part of the pogo pin 516 will draw back or retract. The pogo
pin 516 is fixed in the receiving hole 44 of the fiber sleeve 4.
In initial state under no external force, a length of pogo pin
516 is lager than a depth of the receiving hole 44. When the
pogo pin 516 is fixed in the receiving hole 44, the board lock
5 forwardly presses the rear surface 42 of the fiber sleeve 4 by
an elastic restoring force of the pogo pin 516. The fiber sleeve
4 receives a forward force to positively engage the lens 2. This
forward force stably keeps the fiber sleeve 4 between the lens
2 and the board lock 5.

The strain relief base 51 defines a receiving chamber 517
through the front wall 514 and the rear wall 515. The fiber 3
extends from the fiber sleeve 4 through the receiving chamber
514. A bottom surface of the receiving chamber 517 and a
bottom surface of the recess 45 are at a same level for sup-
porting the fiber 3. The board lock 5 further includes a spacer
53 received in the receiving chamber 517. The spacer 53
presses on the fiber 3 to increase the drawing force of the fiber
3. Therefore, even if the fiber 3 is pulled, the connection
between the fiber 3 and the fiber sleeve 4 is not inadvertently
affected. The strain relief base 51 further includes a pair of
mounting posts 518 downwardly extending from the bottom
wall 512. The cover 52 includes a flat portion 521, a pair of
side portions 522 downwardly extending from the flat portion
521, and a soldering portion 523 outwardly extending from
the side portion 522. The soldering portion 523 is welded to
the base plate 1. The side portion 522 is perpendicular to the
flat portion 521. Each of the side portions 522 defines an
opening 5221. Each of the side walls 513 of the strain relief
base 51 has a tuber 5131 fixed in the opening 5221. The tuber
5131 has a slant face at an outer side for the cover 52 to be
conveniently mounted along an up-to-down direction.

Itis to be understood, however, that even though numerous
characteristics and advantages of the present invention have
been set forth in the foregoing description, together with
details of the structure and function of the invention, the
disclosure is illustrative only, and changes may be made in
detail, especially in matters of shape, size, and arrangement of
parts within the principles of the invention to the full extent
indicated by the broad general meaning of the members in
which the appended claims are expressed.

What is claimed is:

1. An optical module comprising:

a horizontal base plate;

alens mounted on the base plate, the lens having a front end

face and a rear end face corresponding to the front end
face;
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a fiber sleeve mated with the rear end face of the lens, the
fiber sleeve having a front surface and a rear surface; and

a board lock mounted at a rear of the fiber sleeve;

wherein the board lock has a strain relief base and a cover
locking to the strain relief base, the strain relief base has
a front wall and a pogo pin forwardly extending beyond
the front wall, the fiber sleeve defines a receiving hole in
the rear surface for fixing the pogo pin, and the cover is
retained to the base plate.

2. The optical module as claimed in claim 1, wherein the
pogo pin extends beyond the front wall of the strain relief base
a length greater than a depth of the receiving hole of the fiber
sleeve so as to be urged rearwardly by the fiber sleeve.

3. The optical module as claimed in claim 1, wherein the
cover has a flat portion and a pair of side portions downwardly
extending from the flat portion.

4. The optical module as claimed in claim 3, wherein each
of the side portions defines an opening, and the strain relief
base comprises a pair of side walls, each of the side walls
having a tuber fixed in the opening.

5. The optical module as claimed in claim 4, wherein the
tuber has a slant face for facilitating engagement of the cover.

6. The optical module as claimed in claim 5, wherein the
side portion has a soldering portion extending outwardly and
soldered to the base plate.

7. The optical module as claimed in claim 1, wherein the
strain relief base further defines a receiving chamber for an
optical fiber to extending through.

8. The optical module as claimed in claim 7, wherein the
board lock further comprises a spacer received in the receiv-
ing chamber for pressing on the optical fiber.

9. The optical module as claimed in claim 1, wherein the
strain relief base comprises a bottom wall and a mounting
post downwardly extending from the bottom wall, and the
base plate defines a mounting hole receiving the mounting
post.

10. The optical module as claimed in claim 1, wherein the
lens comprises a positioning post extending from the rear end
face, and the fiber sleeve defines a positioning hole receiving
the positioning post.

11. An optical module assembly comprising:

a printed circuit board

a lens mounted upon the printed circuit board;

a strain relief assembly mounted upon the printed circuit
board behind said lens in a front-to-back direction;

a fiber holder located between the lens and the strain relief
assembly in said front-to-back direction and holding
therein a plurality of optical fibers extending along the
front-to-back direction;

a guiding structure formed between the lens and the fiber
holder to assure a relative movement therebetween
along only the front-to-back direction; and

a resilient urging device located between the fiber holder
and the strain relief assembly to constantly urging the
fiber holder to move forwardly along said front-to-back
direction.
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12. The optical module assembly as claimed in claim 11,
wherein the urging device is further engaged with the fiber
holder to restrict movement of the fiber holder with regard to
the strain relief assembly in a transverse direction perpen-
dicular to said front-to-back direction.

13. The optical module assembly as claimed in claim 12,
wherein the urging device further restricts movement of the
fiber holder with regard to the strain relief assembly in a
vertical direction perpendicular to both said front-to-back
direction and said transverse direction.

14. The optical module assembly as claimed in claim 11,
wherein said plurality of optical fibers extend through the
strain relief assembly and pressed by a spacer in a vertical
direction perpendicular to said front-to-back direction.

15. The optical module assembly as claimed in claim 11,
wherein the strain relief assembly includes a metallic cover
assembled upon an insulative base, said metallic cover sol-
dered upon the printed circuit board while said insulative base
having a mounting post extending through a corresponding
through hole in the printed circuit board.

16. The optical module assembly as claimed in claim 11,
wherein said urging device is a pin equipped with a spring
compressible along the front-to-back direction.

17. An optical module assembly for mounting to a printed
circuit board, comprising:

a lens;

a strain relief assembly located behind said lens in a front-

to-back direction;

a fiber holder located between said lens and said strain
relief assembly in said front-to-back direction and
retaining a plurality of optical fibers therein;

a guiding device located between said lens and said fiber
holder to assure movement of the fiber holder with
regard to the lens along only said front-to-back direc-
tion;

a resilient urging device located between said strain relief
assembly and said fiber holder to constantly urge said
fiber holder to move forward along said front-to-back
direction; and

said optical fibers extending through and retained by said
strain relief assembly.

18. The optical module assembly as claimed in claim 17,
wherein said resilient urging device restricts a relative move-
ment between the strain relief assembly and the fiber holder in
avertical plane perpendicular to said front-to-back direction.

19. The optical module assembly as claimed in claim 17,
wherein said strain relief assembly includes an insulative base
assembled under a metallic cover with a spacer therebetween,
said spacer pressing the optical fibers in a vertical direction
perpendicular to said front-to-back direction.

20. The optical module assembly as claimed in claim 17,
wherein the fiber holder forms a hole to receive said resilient
urging device therein.
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